
MOUNTING PROCEDURE KIT

REMOVE THE ORIGINAL LICENCE PLATE. APPLY THE VOLTAGE REGULATOR INSIDE TO THE STRUCTURE OF 
BARRACUDA LICENCE PLATE (SEE THE PICTURE). FIX THE SPECIFIC BRACKET AT THE ATTACHMENT 
POINT TO THE FRAME.

WE ADVICE AN INCLINATION NOT EXCEEDING TO 30° TO AVOID SANCTIONS AND POSSIBLE DAMAGES.

KIT LICENCE PLATE
YAMAHA MT-03

YMT6104-BN   

X1. SPECIFIC BRACKET
X1. BARRACUDA LICENCE PLATE
X1. LED TAIL LIGHT
X1. VOLTAGE REGULATOR  
X3. ROUND HEAD SCREW 6X14
X1. LOCKING NUT DIAMETER 6

Point of attachment 
to the frame

ATTENTION:
USE THE ORIGINAL BRACKET UNDER THE 
EXHAUST TO FIX THE BARRACUDA LI-
CENCE PLATE TO AVOID OSCILLATIONS 
AND POSSIBLE DAMAGE

Apply the voltage regulator inside 
the bracket as in the drawing. 
Connect the wires following 
colors: 
"Blue, green, black" at the LED tail 
light 
"Red, yellow, black" to the bike.


